.050

PLANE OF CONTACT:

7353A

CONTACT

130 max.

LEAD LENGTH

TAIL X—SECTION:
.025 x .008 THICK

SECTION THRU CONTACT
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~Azimuth

SOCKET TEST FOR .100 c/c X 18 LDS

5350-100

11/03

SPECIFICATIONS:
INSULATOR: PPS (POLYPHENYLENE SULFIDE)

CONTACT: BeCu., SPRING TEMPERED
30u GOLD OVER 30u NICKEL

THERMAL RANGE: —55'C/+155°C

FEATURES:

ACCOMMODATES MODULES HAVING .018 (MIN)
TO 022 (MAX) PIN DIAMETER. 0.062 (MIN) TO
130 (MAX) LEAD LENGTH ON .100 CENTERS,

END AND EDGE STACKABLE TO OBTAIN 0.100
GRID PATTERN.

AVAILABLE IN SHORTER LENGTH.

#.031 MIN
(18) PLCS

.100 REF

b A 2 S b s s S O

18 HOLES @ .100 c/c = 1.700 t.o02

FOOTPRINT
(SOCKET SIDE OF BOARD)

PH: 949.492.6481 FX: 949.492.0744

2605 S El Camino Real sales@azimuth-electronics.com



